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Our  stock  of  Metal  Mouldings  comprises  over  500  styles  and  sizes  of  Snap-On  Mouldings,  Edgings,  Nosings, 
Angles,  Channels,  Tee-Shapes  and  other  special  sections.  It  is  the  largest  and  most  complete  stock  available. 
In  addition,  we  are  equipped  to  furnish,  on  special  order,  rolled  or  extruded  shapes  for  any  type  of  installation 
and  new  patterns  are  constantly  being  added  to  the  line.  Therefore,  if  you  do  not  find  the  shape  you  require 
among  the  items  in  this  catalogue,  tell  us  what  you  need.  We  can  furnish  it. 


STAINLESS  STEEL  SNAP-ON  MOULDINGS 


The  applications  of  Snap-On  Moulding  are  innumerable  and  suggestions  for  their  use  are  given  in  the  follow¬ 
ing  pages.  All  Snap-On  patterns  are  carried  in  stock  in  stainless  steel,  bright  or  satin  finish,  and  the  retainer  or 
track,  as  it  is  frequently  called,  is  rolled  of  electro-galvanized  cold  rolled  steel.  Stainless  Steel  Moulding  in¬ 
creases  in  popularity  every  season.  Smart,  modern,  it  reflects  the  color  of  a  room  and  harmonizes  with  prac¬ 
tically  every  decorative  plan.  Most  of  the  Snap-On  sections  can  also  be  furnished  in  copper,  brass,  bronze  and 
other  metals.  Standard  lengths  of  all  mouldings  are  8  and  10  feet,  unless  otherwise  indicated.  Other  lengths 
are  available  at  slight  additional  cost. 


FLAT  TOP  SNAP-ON  MOULDING 


SERIES  "A".  The  sections  illustrated  here  are  used  principally  as  divider  strips  and  joint  coverings  for  panels 
and  wainscoatings.  They  are  also  well  adapted  for  use  as  trim  on  bars,  cabinets,  fireplaces,  counters  and  various 
industrial  units.  Most  of  these  shapes  are  easily  bent  to  small  radii  ...  on  the  job.  Due  to  the  snap-on  principle 
of  the  "A”  series,  these  mouldings  should  be  installed  only  over  fiat  surfaces  as  wide  as,  or  wider  than  the  total 
width  of  the  moulding  in  order  that  they  will  remain  securely  and  permanently  in  place. 


Number 

Width 

Height 

Cover 

Thickness 

Retainer 

A-1 

Va 

Vs 

.015" 

.020" 

A-2 

Ys 

Vs 

.015" 

.020" 

A-3 

Vi 

Vs 

.015" 

.020" 

A-4 

Vs" 

Vs 

.015" 

.020" 

A-5 

Ya 

Vs 

.018" 

.020" 

A-6 

1" 

Vs" 

.018" 

.020" 

A-7 

1" 

1 « 

.020" 

.025" 

A-8 

H/4" 

1  G 

.020" 

.025" 

A-9 

ll/>" 

" 

1  ir 

.020" 

.025" 

A-10 

13/4" 

1  G 

.020" 

.025" 

A-11 

2" 

1  G' 

.020" 

.025" 

See  Convenient  Gauge  Chart  on  Page  8 
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The  Ripple  Corrugated  and  Corrugated  Mouldings  illustrated  on  this  page  are  designed  for  the  same  applica¬ 
tions  as  the  flat  top  mouldings  and  are  attractive  variations  in  line  and  design,  complementing  the  flat  styles. 
The  Ripple  Corrugateds  (Series  can  be  bent  in  the  same  manner  as  the  ”A”  series  (Page  2)  but  the  Corru- 
gateds  and  Half-Round  or  Oval  Shapes,  shown  on  this  page,  must  be  bent  in  our  shop  or  at  the  factory. 


RIPPLE  CORRUGATED  SNAP-ON  MOULDINGS 


CORRUGATED  TOP  SNAP-ON  MOULDINGS 


OVAL  TOP  OR  HALF-ROUND  SNAP-ON  MOULDINGS 


SERIES  "D".  The  Oval  Tops,  or  Half-Rounds,  are  available  in  the  sizes  detailed  below.  These  sections  are  applied  in  the  same 
manner  as  the  preceding  mouldings.  Numbers  D-44,  D-47  and  D-48  should  be  installed  with  the  legs  of  the  track  up. 


Thickness 


Number 

Width 

Height 

Cover 

Retainer 

D-40 

Va" 

7/64" 

.012" 

.015" 

D-41 

V 

V 

^1*4? 

.015" 

.020" 

D-42 

1/2" 

3  " 

1  (5 

.015" 

.020" 

D-43* 

ys" 

1/4" 

.015" 

.020" 

D-44 

11// 

1  6 

17/64" 

.025" 

.025" 

D-45* 

y4" 

1/4" 

.025" 

.025" 

D-46 

1" 

1/4" 

.025" 

.025" 

D-47 

iVs" 

9  '/ 

3  2 

.025" 

.025" 

D-48 

11/4" 

y4" 

.025" 

.025" 

D-49 

ly/' 

5 

1  6 

.025" 

.025" 

^Sections  D-43  and  D-45  are  also  available  in  laminated  stainless 
steel:  D-43-L  and  D-45-L. 
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DOUBLE  AND  TRIPLE  BEAD  SNAP-ON  MOULDINGS 


SERIES  "E".  The  Double  and  Triple-Bead  Mouldings 
serve  to  increase  the  many  beautiful  designs  made  pos¬ 
sible  by  the  use  of  Ford  Snap-On  Moulding.  These  shapes 
should  not  be  bent  to  radius  except  in  our  shop  or  at  the 
factory. 

Thickness 


Number 

Width 

Height 

Cover 

Retainer 

E-50 

7  /r 

1  G 

3  " 

1  (i 

.018" 

.020" 

E-51 

%  /  ff 

74 

1/4" 

.012" 

.025" 

E-52 

1/4" 

.012" 

.025" 

E-53 

2" 

5  // 

1  6 

.020" 

.025" 

SINGLE  AND  D  O  U  B  L  E  •  G  R  O  O  V  E  D  SNAP-ON  MOULDINGS 


SERIES  "F".  The  sections  shown  directly  below  are  recent  developments  in  Stainless  Steel  Snap-on  Mouldings.  And,  while 
in  demand  for  the  same  uses  as  mouldings  shown  on  preceding  pages,  these  new  grooved  patterns  add  a  modern  note  of  color 
to  the  richness  of  stainless  steel.  They  make  possible  a  wide  and  attractive  variety  of  color  schemes  and  combine  effectively  with 
other  Ford  Mouldings.  Stock  colors  are  Red  and  Black.  Other  colors  available  on  special  order  at  no  extra  charge.  For  match¬ 
ing  purposes,  color  samples  should  be  furnished.  These  sections  can  also  be  supplied  unpainted. 


Thickness 


Number 

Width 

H  eight 

Cover 

Retainer 

F-60 

5  // 

1  6 

5  // 

.3  2 

.018" 

.018" 

F-61 

5  // 

1  0 

5  // 

3  2 

.018" 

.020" 

F-62 

7  // 

1  G 

0  // 

32 

b 

00 

.020" 

F-63 

1/2" 

3 

1  (> 

.020" 

.025" 

F-64 

/s" 

3  // 

1  B 

.018" 

.020" 

F-65 

/s" 

1/4" 

.020" 

.025" 

F-66 

y4" 

i/s" 

.018" 

.020" 

F-67 

1" 

i/s" 

.018" 

.020" 

PEAKED  TOP  SNAP-ON  MOULDINGS 


SERIES  "G".  The  Peaked  Top  Mouldings  illustrated  here  provide  still  further  variations  from  the  Flat,  Oval,  Corrugated  and 
Grooved  Sections.  These  shapes  can  be  bent  only  in  our  shop  or  factory. 


Thickness 


Number 

Width 

Height 

Cover 

Retainer 

G-70 

7  // 

1  6 

3  // 

1  G 

.018" 

.020" 

G-71 

/s" 

3 

1 1) 

.015" 

.030" 

G-72 

ll/s" 

5  // 

1  6 

.025" 

.025" 

G-73 

11/2" 

11// 

3  2 

.025" 

.025" 

G-74 

13/4" 

.025" 

.025" 
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CORNER 

SNAP-ON  MOULDINGS 

SERIES  "H  .  The  Inside  and  Outside  Corner  Snap-on  Mouldings  are  to  cover  corner  joints  on  wall-tile,  porcelain-enamel, 
etc.,  and  are  used  in  conjunction  with  all  styles  on  preceding  pages. 


Thickness 

Number  Size  Cover  Retainer 


H-80 

Outside  Corner 

y4" 

X 

%" 

.020" 

.020 

H-81 

Outside  Corner 

11/4" 

X 

11/4" 

.020" 

.025 

H-82 

Inside  Corner 

11  rr 
1  6 

X 

11" 

1  6 

.020" 

.020 

SNAP-ON  CAP  MOULDINGS 


SERIES  "I".  Section  1-90  is  designed  for  use  with  Stainless  Steel  sheet, 
standard  gauge  linoleum,  or  with  any  thickness  of  material  up  to 
This  section  is  frequently  used  in  conjunction  with  Section  P-170  (Page 
7).  Section  1-91  is  used  as  capping  with  any  type  of  wainscoating 
material  up  to  I/4"  thick. 


Thickness 

Number  Width  Height  Cover  Retainer 

1-90  5/3"  Vs"  -015"  -020" 

1-9 1  11/2"  -0-5"  -0^5" 


Retainer,  punched  for  nails,  is  furnished  with  all  Snap-on  styles  shown  on  the  preceding  pages — and  unless  otherwise  specified 
on  your  order,  retainer  will  be  shipped.  Retainer  with  Countersunk  screw  holes  or  perforations  for  nails  to  special  measure¬ 
ments  will  be  supplied  on  request,  at  a  slight  extra  charge.  For  installations  over  metal  sheets  or  other  surfaces  where  it  is 
impractical  to  use  retainer  or  where  there  is  no  nailing  surface  under  the  moulding,  we  can  furnish  other  types  of  fastening 
members  such  as  spring  wire  clips,  bolts,  etc.  Clips  are  applied  by  drilling  holes  in  the  surface  to  be  covered.  Write  for  further 
installation  details  on  clips,  bolts,  etc.,  if  track  is  for  any  reason  unsuitable. 
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The  following  rolled  shapes  are  not  Snap-on  Mouldings  but  are  all  greatly  in  demand  by  manufacturers  and 
contractors.  All  of  these  patterns  are  standard  in  stainless  steel  but  can  also  be  furnished  in  other  metals. 


STAINLESS  STEEL  COUNTER  EDGINGS  AND  NOSINGS 


Stainless  Steel  is  now  the  preferred  metal  for  use  on  sink  or  counter  tops.  It  will  not  rust,  tarnish,  corrode  or  flake.  Our  Series 
"J  ”  Counter  Edges  are  among  the  most  popular  Stainless  Steel  Mouldings  on  the  market  and  are  used  extensively  by  sink  and 
cabinet  manufacturers.  Practically  all  of  the  sections  on  this  page  are  available  in  8,  10,  12,  14  and  l6-foot  lengths.  Stocked  in 
Sa/i//  Finish  only.  Bright  finish  will  be  supplied  at  no  extra  charge. 


SERIES  "J".  This  series  of  Edgings  is  readily  installed  and  makes  a  waterproof 
edge  that  is  both  neat  and  attractive.  Available  in  the  sizes  shown  below.  All  meas¬ 
urements  are  inside;  actual  total  counter  thickness. 

J-100  for  material  J-104  for  1%"  material 

J-101  for  1"  material  J-105  for  Ij^"  material 

J.102  for  ll/s"  material  j.jpg 

J-103  for  1^/4"  material 

Thickness:  .025" 


SERIES  "K  *.  These  Counter  Nosings  are  for  use  with  linoleum  or  other  top 
material.  The  small  top  lip  is  for  material  up  to  l/g"  thick.  The  dimensions  given 
below  are  from  the  inside,  under  the  horizontal  leg.  These  nosings  can  be  bent  by 
notching  out  the  horizontal  leg  where  the  bend  occurs. 

K-110  for  tops  (1"  total) 

K-111  for  1"  tops  total) 

K-112  for  tops  (1V4"  total) 

Thickness:  .018" 


SERIES  "L".  Section  L-120  is  used  in  the  same  manner  as  Series  "K”  (above).  Due 
to  the  shape  of  the  face,  it  should  not  be  bent  on  the  job.  The  horizontal  lip  is 
offset  for  nails  or  screws.  Available  at  present  in  one  size  only :  For  and  top 
material  I/3"  or  less. 

Thickness:  .018" 


SERIES  "M".  Section  M-130  is  an 
Edging  for  table  or  counter  tops 
and  can  be  furnished  with  or  with¬ 
out  screw  holes  in  the  front  face. 
At  present  available  for  1"  tops 
only. 

Thickness:  .025" 


SERIES  "NJ".  Section  NJ-140  is 
for  Edges  where  the  "J"  Series 
(above)  with  an  underlip,  cannot 
be  used.  Available  in  various  sizes 
from  ^g"  total  top  thickness  to 
2".  Special  order  only. 

Thickness:  .025" 


I. 


!l 
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STAINLESS  STEEL  CAP  OR  EDGE  MOULDING 


SERIES  "O".  Ford  Edge  or  Cap  Mouldings  are  for  use  on  panels,  wallboard  and 
similar  material  of  varying  thickness,  or  on  counters  where  a  narrower  moulding 
than  the  counter  edgings  and  nosings  is  desired. 

O-150  for  Jg"  material  0-154  for  material 

0-151  for  material  0-155  for  I/2"  material 

0-152  for  l/s"  material  0-156  for  3/^"  material 

0-153  for  1/^"  material 

Thickness:  .015" 


r 


STAINLESS  STEEL  DIVIDER 


SERIES  "P".  Section  P-I6O  is  frequently 
used  as  a  joint  cover  for  material  up  to 
thick.  Often  applied  in  conjunction 
with  Section  1-90  (Page  5). 


LAMINATED  STAINLESS  STEEL 
TEE  MOULDINGS 


SERIES  "9".  These  Laminated  Edgings 
are  used  principally  hy  Fixture  Manufac¬ 
turers  and  can  he  furnished  with  or  without 
painted  stripes. 

Q-170 .  wide 

Q-171  .  Ys"  wide 

Q-172  .  1"  wide 

Q-173  .  1V4"  wide 


STAINLESS  STEEL  STAIR  NOSING 


DRAIN  COVE 


SERIES  "R".  Section  R-180 
is  a  Stainless  Steel  Lami¬ 
nated  Stair  Nosing  similar 
to  the  aluminum  stair  nos¬ 
ings  illustrated  on  Page  13 
of  this  catalogue.  This  sec¬ 
tion  is  made  of  cold  rolled 
steel  with  a  stainless  steel 
top. 


SERIES  "S".  Section  S-190  is  for  use 
between  sink  top  and  back-splash  and 
may  be  used  vertically  or  horizon¬ 
tally.  The  offset  in  the  longer  leg 
forces  the  exposed  surface  tightly 
against  top  or  back.  Thickness:  .018". 
y/'  or  1"  leg. 


HOW  TO  ORDER  MOULDINGS.  All  the  mouldings  shown  above  and  up  to  Page  9  of  this  catalogue  are 
standard  in  stainless  steel.  Many  shapes,  such  as  half-rounds  or  flat  tops  are  carried  in  stock  in  copper,  brass  and 
bronze  as  well  as  stainless  steel.  However,  unless  otherwise  specified  on  your  order  stainless  steel  will  be  shipped, 
with  retainer.  It  is  important  that  all  orders  specify  style  number,  type  of  metal,  required  lengths,  and  whether 
bright  or  satin  finish.  Except  on  special  orders  we  make  every  effort  to  ship  all  orders  the  day  received.  The  more 
information  you  give  us  in  your  inquiries  and  on  your  orders — the  better  our  service.  Complete  details,  dia 
grams,  and  intended  application  should  be  given  to  us  on  all  special  orders. 


T 


2 


3 


4 


5 


6 


7 
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15  16  17 

Formed  Ends  can  be  supplied  for  a  large  number  of  Snap-on 
Mouldings;  illustrated  are  a  few  representative  types.  Such 
ends  are  used  almost  entirely  with  moulding  trim  on  cabinets, 
air-conditioning  units,  radios,  stoves,  automobile  bodies,  water- 
coolers  and  similar  units.  When  ordering  tapered  ends  give  us 
the  exact  overall  length  of  the  pieces  required  and  the  type 
of  end  desired.  End  closures  are  not  supplied  in  separate  pieces 
but  are  part  of  the  length  of  moulding  and  must  be  made  up 
on  special  order.  For  quick  delivery  we  stock  8",  10",  12",  18", 
24"  and  30"  pieces  with  both  ends  formed  and  6"  pieces  with 
one  end  formed,  of  several  of  the  more  popular  styles.  The 
6"  pieces  with  one  end  formed  may  be  used  for  end  closings 
on  a  length  of  moulding — by  butting  the  6"  piece  against  the 
end  of  a  straight  length.  Numbers  1,  3,  5,  8,  12  and  l4  are 
the  most  commonly  used  end  forms  and  are  available  for 
various  widths  of  moulding  up  to  %"  wide  in  Flat  and  Oval 
Styles.  Numbers  1  and  5  are  the  most  popular  End  Forms  for 
the  Half-Round  patterns;  numbers  8  or  12  for  the  Flat  Top 
patterns  or  Grooved  Sections. 


8 


9 


10 


11 


12 


13 


14 


I 


U.  S.  STANDARD  GAUGE  CHART 


Gauge 

Decimals 

Fractions 

0 

.3125 

5  // 

1  6 

1 

.28125 

9  // 

3  2 

2 

.26562 

17/64" 

3 

.25 

4 

.23438 

15/64" 

5 

.21875 

7  // 

3  2 

6 

.20313 

13/64" 

.  7 

.1875 

3  r' 

1  G 

8 

.17188 

11/64" 

9 

.15625 

5  // 

3  2 

10 

.14063 

9/64" 

11 

.125 

i/s" 

Gauge 

Decimals 

Fractions 

12 

.10938 

7/64" 

13 

.09375 

3  // 

3  2 

14 

.07813 

5/64" 

15 

.07013 

9/128" 

16 

.0625 

1  // 

1  G 

17 

.05625 

9/160" 

18 

.05 

1/20" 

19 

.04375 

7/160" 

20 

.0375 

3/80" 

21 

.03438 

11/320" 

22 

.03125 

1  // 

3 

23 

.02813 

9/320" 

Gauge 

Decimals 

Fractions 

24 

.025 

1/40" 

25 

.02188 

7/320" 

26 

.01875 

3/160" 

27 

.01719 

11/640" 

28 

.01563 

1  // 

64 

29 

.01406 

9/640" 

30 

.0125 

1/80" 

31 

.01094 

7/640" 

32 

.01016 

13/1280" 

33 

.00938 

3/320" 

34 

.00859 

11/1280" 
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SPECIAL  STAINLESS  STEEL  MOULDINGS 


In  addition  to  the  many  Rolled  Mouldings  described  in  these  pages,  we  are  equipped  to  produce  any  rolled  shape.  The  diagrams 
directly  below  are  among  the  more  common  rolled  sections  which  are  in  constant  use  by  manufacturers  of  industrial  products. 
For  example,  Tee  shapes  are  often  used  to  cover  joints  between  heavy  metal  sections  which  would  otherwise  be  exposed.  Angles 
and  Channels  have  a  wide  variety  of  uses  such  as  frames,  edges,  corner  joints,  binding  on  plate  glass  and  other  applications 
where  standard  sections  are  not  readily  adapted.  Most  of  these  shapes  can  be  supplied  in  cold  rolled  or  stainless  steel.  Many 
of  them  can  also  be  furnished  in  brass,  bronze,  aluminum,  zinc  and  other  metals  if  desired.  For  complete  information  regarding 
these  or  any  other  special  rolled  shapes,  give  us  details  of  contemplated  application,  required  metal  thickness,  scale  sketch, 
etc.,  in  order  that  our  Engineers  may  successfully  cooperate  with  you. 


ANGLES 


CHANNELS 


TEE  SHAPES 


Angles,  as  illustrated  below,  can  be  sup¬ 
plied  on  any  degree  and  with  plain  or 
rippled  sides. 


Channels  of  all  types  and  in  all  metals  are 
available  in  many  different  shapes  in  ad¬ 
dition  to  those  illustrated  here. 


These  diagrams  indicate  only  a  few'  of  the 
Tee  Mouldings  which  we  can  supply.  Let 
us  know  your  requirements. 


The  few  special  shapes  in  this  catalogue  give  only  an  indication  of  the  many  Ford 
Special  Mouldings  which  are  available.  Our  various  moulding  sections  can  be  furnished 
in  straight  lengths  or  to  fit  various  contours.  We  also  specialize  in  the  production  of 
circular  shapes,  rings  and  bezels,  as  well  as  grilles  and  stampings  of  all  types.  On 
installations  requiring  special  shapes,  consult  us  first. 
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LAMINATED 

STAINLESS  STEEL  WALLBOARD 

MOULDINGS 

The  following  sections,  for  use  with  wallboard  or  other  material  1/^"  thick,  are  made  from  electro-galvanized  cold  rolled  steel 
over  which  is  laminated  a  stainless  steel  face.  The  Cap  or  Edge  Moulding  which  is  used  with  these  sections  (not  illustrated 
here)  is  the  same  as  the  Cap  illustrated  in  the  "U”  Series  (below)  or  Section  0-162  on  Page  7,  and  is  not  laminated  but  is  solid 
stainless  steel.  The  paneling,  wainscoating,  or  other  wall  material  fits  snugly  and  easily  into  the  grooves  of  the  moulding;  the 
rust  proof  stainless  steel  face  is  all  that  shows  after  installation  has  been  completed.  These  sections,  recently  added  to  the  line, 
are  becoming  very  popular  and  the  laminating  process  makes  the  cost  competitive  with  less  expensive  metals  such  as  aluminum. 
These  items  can  also  be  supplied  in  Chromium-Zinc.  Outside  Corner:  T-200;  Inside  Corner:  T-201;  Divider:  T-202;  Cap:  T-203. 
8-foot  lengths  only. 


SOLID  STAINLESS  STEEL  WALLBOARD  MOULDINGS 


The  four  shapes  shown  here  are  used  for  the  same  purposes 
as  those  directly  above.  However,  they  are  not  laminated  but 
are  rolled  from  solid  stainless  steel.  All  for  l/g"  material.  8- 
foot  lengths.  Outside  Corner:  U-210;  Inside  Corner:  U-211; 
Divider:  U-212;  Cap  or  Edge:  U-213. 


LAMINATED  STAINLESS  STEEL  MOULDINGS  FOR  3/32"  MATERIAL 


These  four  sections  are  laminated  (see  Series  above)  but 
are  for  material  up  to  thick,  such  as  porcelain  enamel.  Cap 
is  solid  Stainless  Steel.  Outside  Corner:  V-220;  Inside  Corner: 
V-221;  Divider:  V-222;  Cap  or  Edge:  V-223.  8-foot  lengths. 


The  Aluminum  Mouldings  shown  on  the  following  pages  are  drilled  for  nails  or  screws  and  screws  will  be  furnished  with 
your  order  if  requested.  When  ordering  aluminum  shapes  it  is  important  that  we  have  complete  details  of  intended  application 
as  we  may  be  able  to  suggest  a  shape  which  is  not  included  in  the  catalogue.  However,  the  sections  shown  here  cover  not  only 
all  standard  installations  but  can  be  very  well  adapted  to  special  applications. 

FORD  METAL  MOULDINGS  are  manufactured  from  the  highest  grade  alloys  regardless  of  the  type  of  metal.  It  is  our  aim 
to  cooperate  with  our  customers  and  prospects  at  all  times  and  in  every  way  possible.  We  welcome  your  inquiries  and  there  is 
no  obligation  for  our  service. 


WILLARD  C.  FORD  COMPANY 
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EXTRUDED 

ALUMINUM  MOULDINGS 

Illustrated  below,  and  on  the  following  pages,  are  Extruded  Mouldings  which  are  standard  in  aluminum.  These  items  repre¬ 
sent  a  less  expensive  grade  of  moulding  trim  as  well  as  a  different  type  of  trim.  Aluminum,  a  softer  metal  than  stainless  steel, 
is  easily  applied,  easily  bent  and  has  long  been  considered  the  standard  trim  for  sink  tops,  counter  edges,  stair  nosings,  and 
wallboard  mouldings.  Panel  trim  and  linoleum  and  bead  faced  nosings  are  recent  additions  to  the  aluminum  line  and  other 
new  patterns  are  being  added  constantly  to  meet  requirements  of  modern  design  and  architecture.  The  sections  shown  are  in 
common  use  in  the  trade.  Other  sections,  the  use  of  which  is  somewhat  limited,  are  also  available.  Therefore,  if  you  do  not 
find  the  identical  shape  needed  for  a  particular  installation,  consult  us.  Such  a  shape  may  be  standard  in  the  Ford  line  although 
not  shown  in  this  catalogue. 

All  Aluminum  Mouldings  are  standard  in  12-foot  lengths  unless  otherwise  indicated.  All  sections  can  also  be  furnished  in 
Alumilite  finish  if  desired.  Alumilite  is  a  process  whereby  the  moulding  surface  is  hardened  and  rendered  rust  and  tarnish 
proof. 


ALUMINUM  WALLBOARD  MOULDINGS 


SERIES  500.  These  Aluminum  Wallboard  Mouldings  are  used  in  the  same  manner  as  the  rolled  sections  described  on  page 
9.  Section  504  is  used  for  the  joint  between  wall  and  bathtub;  also  at  a  door  jamb.  This  item  is  usually  referred  to  as  a  Tub- 
Bead.  Also  available  for  light-weight  wall  covering  and  I/4"  and  material.  Stock  Lengths  8  feet. 


ALUMINUM  STRAIGHT-FACED  NOSINGS 


Straight  Faced  Nosings  are  available  for  almost  every  type  of  material  and  counter  thickness  (see  sizes  listed  below).  They  are 
easily  installed  and  make  attractive,  inexpensive  edges  for  all  types  of  sinks,  counters,  tables,  etc.  Alumilite  finish  is  recom¬ 
mended  for  all  high-grade  work  and  particularly  for  sink  and  counter  fronts  as  the  finish  cannot  rub  off.  This  finish  has  a  satin 
appearance  and  can  be  used  in  conjunction  with  stainless  steel  satin  finish  without  a  noticeable  difference  in  appearance. 


SERIES  510.  Straight-Face  Aluminum  Nosings. 


\umber 

Depth  of  Face 

Top  Material 

T  hickness 

Number 

Depth  of  Face 

Top  Material  I 

Thickness 

510 

%" 

1  " 

TW 

516 

ItV' 

3  " 

TZ 

511 

78" 

1  " 

1  6 

517 

Wa" 

1  // 

1  6 

512 

513 

78" 

lA" 

_2_"  or 

3  2 

1  // 

1  6 

78" 

518 

11/4" 

■h" 

78"  1 

514 

V 

V 

)  to 

*  t’-' 

1^"  or 

3  rf 

32 

519 

11/2" 

rV"  or 

3  " 

32  j 

515 

1 

^16 

78" 

520 

172" 

78" 
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DELUXE  NOSINGS 


NON  DRIP  STRAIGHT-FACED  NOSINGS 


No.  530.  Face  liV"  for  ,V"  or  #2" 

material. 

No.  531.  Face  1  iV"  for  '/g"  material. 


No.  540.  Face  1-iV"  for  or 
22  "  material. 

No.  541.  Face  1  for  i/g"  mate¬ 
rial. 


No.  550.  Face  yg". 
No.  551.  Face  liV". 
No.  552.  Face  11/4". 
All  with  3*2"  overlap. 


No.  560.  Face  3/^"  for  A"  or 
5*5"  material. 

No.  561.  Face  1  ,V"  for  A"  or 

JL  " 

32  . 

No.  562.  Face  l  A"  for  i/g". 


ANGLE  NOSINGS 


No.  570.  Angle  Nosing  1/2"  x  }S  ". 
No.  571.  Angle  Nosing  1/2"  x  1  1"^". 


No.  590.  Face  lA"  for  A"  or 
3*2"  material. 

No.  580.  Face  1  A"  for  i/g"  mate-  Nq,  591.  p^ce  1  A"  for  i/g"  mate¬ 
rial.  rial. 


No.  600.  yg"  under  flange. 
No.  601.  IY4"  under  flange. 


ALUMINUM  EDGINGS 


No.  610.  Narrow'  Flange  Edging 
for  A"  or  3^2"  material. 


No.  620.  Wide  Flange  Edging 
for  A”  material. 

No.  621.  Same  as  above  with 
extra  wide  (2")  flange. 

No.  622.  Same  as  620.  Tapered 
flange  1"  wide. 

No.  623.  Eor  i/g"  material. 

No.  624.  For  A"  material. 


No.  630.  Edging  for  A"  mate¬ 
rial. 

No.  631.  Eor  5^2"  or  i/g". 

No.  632.  For  A"  material. 

No.  633.  For  V4"  material. 

Nole;  631,  632  and  633  also 
available  in  solid  brass. 


Reversible  Edgings. 

No.  640.  For  A"  or  3^2"  and  Vg" 
material. 

No.  641.  For  l/g"  and  A"  mate¬ 
rial. 

No.  642.  For  A"  or  3^2 "  and  Vi" 
material. 
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ALUMINUM 

STAIR  NOSINGS 

No.  650.  Narrow  Flange  inexpensive 
Nosing  for  iV"  or  3^3"  material. 

No.  651.  Standard  Nosing  for  or 
s-j"  material. 

No.  652.  Standard  Nosing  for  l/g"  mate¬ 
rial.* 

No.  653.  Standard  Nosing  for  1^5"  mate¬ 
rial.* 

No.  654.  Standard  Nosing  for  6  mm. 
linoleum  or  I/4"  material.* 

No.  655.  For  Yg"  material. 

*Also  available  in  solid  brass. 


No.  660.  Butt  Type  Nosing  for  l/g"  mate¬ 
rial. 

No.  661.  Same  as  above  for  /g"  material. 
Top  Flange  IY4".  Also  furnished  in  solid 
brass. 


BUTT  EDGINGS 


COVE  MOULDINGS 


No.  670.  Butt  Fdging  for  l/g" 
material. 

No.  671.  Butt  Edging  for  T^g". 
No.  672.  Butt  Edging  for  1//'. 


No.  680.  Butt  Edging  for  /,/' 
material.  Available  in  brass 
for  l/g",  /u"  or  1/4”  material. 


TEE  MOULDINGS 


No.  690.  Cove  Moulding.  Easy  to 
install ;  no  fitting  necessary.  Inside 
and  Outside  corners  and  end  stops 
available. 


No.  694.  Cove  for  iV"  material.  Ex¬ 
posed  face  %". 

No.  695.  Cove  for  5^2"  or  l/g"  mate¬ 
rial.  Exposed  face 

No.  696.  Cove  for  i/g"  material.  Ex¬ 
posed  face  1". 


WAINSCOT  TRIM 


No.  691.  Cove  for  /g"  material.  Ex¬ 
posed  face  Ys"- 

No.  692.  Same  as  above  for  ^2"  or 
l/g"  material. 

No.  693.  Same  as  above  for  i^g" 
material. 


No.  697.  Small  Cove  for  or 
3%"  material.  Exposed  face  I/4". 


CORN  ERS 


TEE-SHAPE  EDGINGS— SERIES  700.  Several  differ¬ 
ent  types  of  Tee  mouldings  are  available  in  widths  from 
to  with  double  or  triple  grooves.  Write  for 

complete  information. 


No.  710.  Inexpensive  Wainscot 
Trim  for  use  with  linoleum  cove 
base.  Overall  width  Ys"- 

No.  711.  Same  as  above.  Overall 
width 


No.  720.  Corner  Section  for  light¬ 
weight  wall  covering  or  t"g"  mate¬ 
rial. 

No.  721.  Same  for  /g"  or  mate¬ 
rial. 

No.  722.  Eor  pg"  material.  Easily 
installed  on  curved  corners,  arches, 
etc. 
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Faced  mouldings,  such  as  the  ones  shown  below,  are  a  recent  innovation  in  aluminum  moulding  and  as  many  different  colors 
are  available  in  the  various  types  of  facings,  the  use  of  color  becomes  an  important  and  attractive  feature  of  all  these  shapes. 
In  addition  to  the  many  styles  of  Faced  Nosings  and  Panel  strips  shown  below  we  have  a  large  number  of  styles  which  are 
not  shown.  If  you  do  not  find  the  type  you  need  on  this  page,  consult  us.  A  wide  variety  of  colors  is  available  and  the  required 
color  should  be  indicated  on  your  order. 


FACED  NOSINGS 


No.  730.  2"  wide  Linoleum  No.  731.  IV2"  wide  Lino- 
Faced  Nosing.  Also  fur-  leum  Faced  Nosing, 
nished  with  Beaded  in¬ 
serts. 


No.  732.  11/2"  wide  Nos¬ 
ing.  1"  Linoleum  Insert. 


No.  733.  Linoleum  Faced 
Nosing.  Available  in  III" 
and  IV2"  widths. 


No.  734.  Linoleum  Faced 
Nosings  in  various  widths. 


FACED  PANEL  STRIPS 


STAIR  NOSINGS 


No.  750.  Low-priced  stair 
nosing  available  in  Alumi¬ 
num,  Brass,  and  Stainless 
Steel. 


No.  740.  Finishing  or 
Joint  Strip.  Furnished  in 
various  widths  with  differ¬ 
ent  types  of  inserts. 


No.  741.  Panel  Strip  with 
Linoleum  or  Bead  Facing. 
Various  widths. 


No.  742.  Panel  Strip  with 
Rounded  Insert.  Several 
sizes  available. 


No.  743.  Similar  to 
74 1  but  with  Double 
Bead  Inserts. 


No.  744.  Linoleum 
Faced  Panel  Strip. 


No.  745.  Similar  to 
74 1  this  panel  strip 
is  for  narrow  join¬ 
ings. 


No.  746.  Inexpen¬ 
sive  Panel  Strip 
without  facing. 


ALUMINUM  ANGLES 


No. 

760. 

1/2"  X 

:  ^2". 

No. 

761. 

y4"  X 

:  3/4". 

No. 

762. 

1"  X 

1". 

No. 

763. 

lYi" 

X  11/4". 

No. 

764. 

11/2" 

X  11/2". 

WILLARD  C.  FORD  COMPANY 


NEW  YORK 


Page  15 


ALUMINUM  THRESHOLDS,  BINDER  BARS  AND  CARPET  EDGES 


SERIES  780.  Threshold  or 
SERIES  770.  Threshold  Mouldings.  Can  be  supplied  in  4",  5"  and  6"  widths.  Binder  Bar  21/2"  wide.  Brass 
cut  to  length  at  no  extra  charge.  Brass  or  Aluminum.  or  Aluminum. 


SERIES  790.  Carpet  Edging 
IV4"  wide.  Brass  or  Alumi¬ 
num.  Other  types  available. 


FORD  ACCESSORIES 


CEMENTS 

Type  "A".  Highest  quality  waterproof  cement  for  per¬ 
manent  sealing  on  moulding  joints.  Also  used  for  cementing 
stainless  steel  sheet,  walltile,  linoleum,  and  other  material. 
Approved  by  U.  S.  Bureau  of  Standards  for  use  by  the  United 
States  Navy. 

Type  "B".  Inexpensive  Cement  or  Insulation  Tile  Adhesive. 
Non-waterproof. 

STAINLESS  STEEL  SOLDER 

We  stock  the  highest  grade  stainless  steel  solder,  soldering 
flux  and  polish.  These  materials  have  been  tested  and  ap¬ 
proved  by  the  largest  steel  companies  and  are  guaranteed  to 
give  completely  satisfactory  results. 

SOLDINE  SEALERS 

Sealing  Compound  for  use  on  drip  mouldings,  seams  and 
joints,  etc.;  Waterproof,  oilproof,  sunproof.  Adheres  in¬ 
stantly  to  any  kind  of  surface. 

LIQUID  SOLDER 

Bor  repairing  and  soldering  all  types  of  material:  Wood, 
metal,  glass,  china,  leather,  etc.  Repairs  tanks,  radiators, 
pipes,  furniture,  fixtures,  etc.  No  heat  or  acid  required. 

NAILS,  SCREWS.  ESCUTCHEON  PINS 

All  types  of  wood  screws,  nails,  and  stainless  steel  escutcheon 
pins  are  carried  in  stock. 


BRASS  SEAM  BINDINGS 

We  carry  Brass  Seam  Bindings  in  25  and  50  yard  rolls  in 
different  weights  for  all  requirements. 

LINOLEUM  KNIVES 

Various  sizes  of  High-Grade  Linoleum  Knives  are  carried  in 
stock. 

HACK-SAW  BLADES 

Finest  Quality  High-Speed  Hack  Saw  Blades  for  cutting  all 
types  of  Metal. 

MITRE-BOXES 

Mitre-Boxes  with  45°  and  90°  cuts. 

FACTORY-MADE  SINK-WELL  FRAMES 

Sink-Well  Frames  furnished  to  size  by  the  factory.  Inexpen¬ 
sive  and  well  made;  this  is  a  sure  way  to  guarantee  correct 
binding  around  sinks.  Furnish  accurate  template  when  order¬ 
ing. 

ALUMINUM  SOLDER  AND  FLUX 

Furnished  in  Kits  containing  All  Metal  Solder,  Flux,  Brush 
and  complete  directions.  Repairs  all  cracks  and  breaks  easily 
and  inexpensively. 


OUTER  OFFICE  DISPLAY  ROOM  AT  NEW  YORK  CITY  ADDRESS 


FORD  WALL  PANELING 

In  addition  to  our  large  stock  of  all  types  of  mouldings,  we  carry  a  very  large  and  complete 
assortment  of  the  highest  grade  wallboard  in  Tile,  Solid  Color,  Marble  and  Wood-Grain  Finishes. 
Sheets  up  to  12  feet  long  and  4  feet  wide.  Write  for  our  catalogue. 


MOULDING  INSTALLATION  INFORMATION 

For  the  convenience  of  persons  or  firms  who  are  not  familiar  with  the  installation  of  our  various 
mouldings  we  will  furnish  detailed  installation  instructions  upon  request.  Special  contractors  installa¬ 
tion  sheet  available  for  sink  tops,  etc. 


WILLARD  C.  FORD  COMPANY 

Main  Office: 

329  EAST  45th  STREET,  NEW  YORK  CITY 

Murray  Hill  4-5537 

Philadelphia  Office:  ARCHITECTS  BUILDING  —  RITtenhouse  3093 
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